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Frid (mark) BN 2 (revised contents) 4 (signature) |[H# (Date)
A ver|First Publsih 2015-08-22
1 B Changed Glass T1.8, glare material & FPC model based on A 2015—08—24
C First Publish( Cancel TS based on RTP104A4B008-A) 2022-09-17
225 i O. 3 D Change to FPC P1.0 based on A 2022-11-26
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Instruction: RVE D OBEY CO LIMITED
1. Type:Film to Glass+FPC-TS070A4K005-63 9.Film Thickness:0. 188mm FRA o
2.Operating Voitage:3 7V 10. Glass Thickness: 1. 8mm
TITLE: paul@obeycrop. com
3.Response Time:<15ms 11.Light Transmission:78%+8% | .uss | RTP104A4B008-D sandy@obeycrop. com
4. Storage Temperature:—20°C~+50°C/20% 80% 12.Force:100g or less Custonerid Designed By
5. Operation Temperature/Humidity:—10°C~+50°C/20% 80% 13.Linearity:<<1.5.% S # }j;;k _@_g
7| 6. Hitting Life:>1.000.000 Times. 100gf Force 14. Insulation: =20MQ it mm A o
7.Writting Life>100.000 Times100gf Force 15. Surface Hardness=3H (pencil) - - — —
8. Connect Material :FPC 16. Unmarked tolerance as 0.5 Eat; 2022-11-26 ;Et ‘/gy e Bl 1:1
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