
ITO FILM-0.188t
Adhesive=0.1T

ITO Glass-1.8t

DETAIL-B

lnstruction:
1.Type:Film to Glass+FPC-TS080A8K001
2.Operating Voitage:3~7V
3.Response Time:≤15ms
4.Storage Temperature:-20℃~+50℃/20%~80%

5.Operation Temperature/Humidity:-10℃~+50℃/20%~80%
6.Hitting Life:>1.000.000 Times.100gf Force
7.Writting Life>100.000 Times100gf Force
8.Connect Material:FPC

9.Film Thickness:0.188mm

10.Glass Thickness:1.8mm

11.Light Transmission:78%±8%

12.Force:100g or less

13.Linearity: 1.5.%

14.Insulation:≥20MΩ
15.Surface Hardness≥3H(pencil)

16.Unmarked tolerance as ±0.5
mm
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CONNECTOR PINOUT
 PIN NO. DESIGNATION

1
2
3
4

Contact  Side:

5
6
7
8

PIN1
Y-

X-

Y+

X+

Y+

Y+
Y-

Y-
X-

X-
X+

X+

INC. VALENCIA,
CA 91355

34
.4
±

1
2
0.

35
±

0.
4

2.
54 95±8

PIN1

89
.4

VA/AA176
TP OD195±0.3

7.511.5

V
A/

AA
10

4.
4

T
P
 
O
D
1
2
3.
8±

0.
3

9.
2

10
.2

27
.5

X-

Y-

X+

Y+

首次发行

paul@obeycrop.com
sandy@obeycrop.com

OBEY CO., LIMITED


